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Ex-PROOF SYSTEMS TECHNICAL DATA
Ex-PROOF ARMOURED - UNARMOURED CABLE CONNECTORS
Ex-PROOF HOSES AND CONDUIT ADDITIONAL MATERIALS
Ex-PROOF FLUORESCENT-LED LIGHTING FIXTURES
Ex-PROOF PROJECTOR - GLOP LIGHTING FIXTURES
Ex-PROOF JUNCTION-TERMINAL EQUIPMENT AND CONTROL UNIT BOXES
Ex-PROOF EMERGENCY ALERT AND WARNING SYSTEMS
Ex-PROOF ALUMINIUM-POLYESTER BODY SOCKET-OUTLET SERIES
Ex-PROOF ENCLOSURE WITH FLANGED COVER
Ex-PROOF LIMIT SWITCHES, DETECTORS, MOTORS, FANS ETC. PRODUCTS

cable carrying, protection and ending systems
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Ex-PROOF - EXPLOSION PROOF PRODUCTS AND THEIR TECHNICAL SPECIFICATIONS - 1

Special materials are used to prevent explosion due to sparks and arcing from electrical devices in industrial facilities where explosive substances like gas,
dust or combustible media are present. Such type of hazardous and explosive environment is called Ex-Proof, and elecrical material used in such environment are
called Ex-Proof electrical materials.

In order explosive medium to be formed and create danger three elements (explosive substance, air and spark fo initiafe the explosion) are to be present in the
same time. That is why Ex-Proof electrical materials need to be used in places where there is a probability of such environment to occur.

Note: All of our Ex-proof materials are ATEX certified. There are products which are GOST-R certified. S

HAZARDOUS ZONES CLASSIFICATION

during normal operation

Zone 0 and in case of failure of one Yeas .
Zone 20 protection or in case of two (ATEX) Category 1
independent errors

Zone 1 from fime fo time during normal operation Yes
Zunn:21 and irregularly and in casr;g of fr&queorﬁ breakdowns (ATEX) Cneory 2

T— TYPICAL SEALANT POURING DIAGRAM
Zone 2 e ot B : Yes X z
Sanay | PR na e during normal operation (ATEX) Category 3 P Discharge hole

Seal compound

SF Gasket with discharge valve
Fiber cord

Note: Zone 0, Zone 1 and Zone 2 are for Gas and Steam medium. Zone 20, Zone 21 and Zone 22 are for medium
which contains combustible dust.

SYMBOL CLASSIFICATION

«————— Explosion remains with in
the enclosed zone

Gereral R-EN 50014 R-60079-0

(o) Oil immersion R-EN 50015 R-60079-6 Gases which can explode
(p) Pressurized enclosures R-EN 50016 R-60079-2 due to spark from the switch
(q) Powder filling R-EN 50017 R-60079-5

(d} Flameproof enclosures R-EN 50018 R-60079-1 .

(e) Increased safety R-EN 50019 R-60079-7

(i) (ia) (ib) Intrinsic safaty R-EN 50020 R-60079-11 \7

(n) Type of protection used in Zone 2 R-EN 50021 R-60079-15

(mj Encapstlation R-EN 500268 A-60079-18 :

(i) Occupational safety R-EN 50039 R-60079-25 Flameproof switch N

TYPICAL CONDUITINSTALLATION DIAGRAM
CLASSIFICATION OF SOME OF GASSES AND STEAMS CLASSIFICATION AS PER GAS GROUPS

T >450°C 842°F Mines | METHANE

T2 300 - 450 °C 572 °F o PROPANE
T3 200-300 'C 392°F - ACETONE
T4 135-200°C 275°F facilies [:] ETHYLENE <«—— Galvanized conduit
T5 100-135°C 2H2°F i HYDROGEN
T6 85-100°C 185 °F AGETYLENE
ATEX MARKING

@1 JI 2 G-D E Ex de IIC T6 € — s

4 4 4 4 [ <«—— Stopper
Temperature class (T6 85°C) %

Gas group (1IC Hydrogen) m — Nipple

d: Flameproof enclosures

e: Increased safety
Ex protected
Ex protected (European Union) " <«—— Linion
Atmosphere (G gas/ D dust)
Atmosphere classification (1 Zone 0/2 Zone 1/3 Zone 2)
. . . . = <+—— Junction box
Equipment group (I Mines / Il Other industrial facilities)
Certification institution code

ExProof mark



TECHNICAL SPECIFICATIONS - 2
SEAL COMPOUND PREPARATION
;
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Figure R1 Open the blind plug of the stopper and fill it tightly with fiber cord without leaving any empty space in it.
Figure R2 Mix the resin in the jar. Pour the catalyzer B into the jar A and mix them about 2 minutes.
Figure R2a For application with small quantities necessary dose of a resin A needs to be mixed with certain

proportion (100A / 20B) of a catalyzer B.

Figure R2b For small applications it is advised to prepare the mix in a small cup or box.

Figure R3 Fill the mix to the levels as shown in the figure and close tightly the blind plug afterwards.

Patlife of the prepared mix is 15 minutes. Complete curing of the mix with in the stopper is about 36 hours. E
Note: Recommended ambient temperature during the mix preparation is +10°C - +20°C. See page 14 for stoppers.
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JUNCTION BOXES TERMINAL CROSS SECTION immﬂl
___—_—__

GUB-20 13 10 8 o | e | e | o |

GUB-30 20 17 = 1T === 11 a 6 B L

GUB-40 27 e 19 : 15 12 9 8 == 7

GUB-50 40 33 27 21 18 13 12 10

AJB-1 12 10 | e F 7 S 5 e erall = S e i

AJB-2 33 66 28 23 46 18 36 15 30 b B I ssanisis weraeil | aieesens

AJB-3 43 86 36 72 29 58 23 46 19 38 14 e s | e e | om

AJB-4 58 116 49 98 40 80 32 64 26 52 208l fEma e | 15 -

EJB-544 12 10 B 7 5 e ] e ol et s el e e

EJB-755 WO e R = 19| s 0 e B s

EJB-1076 3 66 28 56 2 46 18 36 15 e s smsesss s s e ssses

EJB-1286 43 86 36 72 29 58 23 46 19 38 14 i i8]

EJB-14107 55 110 46 92 ar 74 30 60 25 50 18 36 5 L

EJB-17129 63 126 54 108 43 86 35 70 29 58 21 42 19 s e e

EJB-221410 87 174 74 148 60 120 48 96 40 80 30 60 26 52 23 s

Gwy15_1|;' 20 17 e 14 - s 1 o g e e e | s e il (e -

GWY 2020 27 54 23 46 19 38 15 30 12 24 9

GWY 2520 a7 7 31 62 25 50 20 40 16 32 | = el

GWY 2525 3 74 k3| 62 25 50 20 40 16 32 12 semal| e =

LAMPS CHARACTERISTIC FEATURES

\\. 40 415

)y 09 60 780

(A : 75 1055

3 Eal 100 1470
@ 150 2160
200 3100

E 40 500 8400

- Lifetime: 1000 hours
- Light efficiency: 11-19 Im/W

Efficiency factor is low,
Easy to connect, size is small and brings
the light immediately.

METAL HALIDE (HIE-RMH) LAMPS

5500

' 70
% E27 100 8400
& 150 12500
& E40 400 34000
- Lifetime: 2000-6000 hours Efficiency factor is high.

- Light efficiency: 68-78 Im/W
- Ignition time is 15 minutes
- Min. ignition temperature is -25°C

Long lasting and provides the whitest light.
Color temperature is 4000-4500 Kelvin

NOTE: Lumen values may differ depending on the brand. Values given are approximate.

MERCURY (HME-RHg) LAMPS

3700

80

E27

125 6700
250 13000
& =H 400 22000

- Lifetime: 16000-24000 hours
- Light efficiency: 50-56 ImW
- Ignition time is 10 minutes

- Min. ignition temperature is -25°C

Efficiency factor is high.

Long lasting, impact resistant,
cheap to use, brings the full light in
4-5minutes, it is white colored.

SODIUM (HSE-RNa) LAMPS

70
150 15500
& E40 250 130000
: 400 54000

- Lifetime: 12000-24000 hours
- Light efficiency; 65-140 Im/W
- Ignition time is 1-10 minutes

- Min. ignition temperature is -25°C

Efficiency factor is the highest one.
Long lasting, cheap to use, itis yellow
colored.

Color temperature is 2000-2200 Kelvin
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Ex-PROOF ARMORED - UNARMORED CABLE CONNECTORS (Cosime)
ExI12GD EEXd IC/ EExe I

PNA-0D 12" PNA-OMD M20x1,5 4:10

PNA-1D 12" PNA-1MD M20x1,5 6:12
PNA -12D 314 - - 6:12
PNA-2D 34" PNA-2BMD M25x1,5 9:17
PNA-3D 1" PNA-3MD M32x1,5 14:23
- Made from brass with nickel coating PNA-5AD 11/2" PNA-5AMD M40x1,5 19:29
- ATEX certified PNA-5BD 112" PNA-5BMD M50x1,5 28+36
- Neoprene gasket durability range is -20°C + +40°C PNA-6D 2 PNA-6MD MB3x1.5 34245
- Used to connect unarmored cables PNA-8D 3 e pi 47459
T
PAP-0D 1/2" PAP-OMD M20x1,5 4:10 7:15
PAP-1D 1/2" PAP-1MD M20x1,5 6+12 10+21
PAP-2AD 34" =t faic 612 10+21
PAP-2BD 314" PAP-2BMD M25x1,5 9:17 16+27
- _ PAP-30 i PAP-3MD M3k15  14:23 19:33
- Made from brass with nickel coating PAP-5AD 11/2" PAP-5AMD M40x1,5 19:29 26:43
- ATEX certified - _ PAP-5BD 11/2" PAP-5BMD. M50x1,5 28:36 32:47
- Neoprene gasket durability range is -20°C + +40°C PAP-6D o PAP-6MD M63x1,5 34:45 3858
- Used to connect unarmored cables PAP.8D 3 PAP-8MD = 4750 48-70

AT T - Ex-PROOF UNARMORED CABLE CONNECTORS - CONDUIT TYPE (NPT Thread) IP 67

PNA-1FD
PNA-12FD 34 6+12
PNA-2FD 34" 917
PNA-3FD i 14:23
PNA-5AFD 112" 19:29
- Made from brass with nickel coating PNA-5BFD 112" 2836
- ATEX certified PNA-6FD = 34+45
- Neoprene gasket durability range is -20°C + +40°C PNA-BFD S 47259
- It is suitable to tighten the threaded conduit ' ' -
externally and the cable internally.
Exli2GD EExd liC/EExell Ex-PROOF UNARMORED CABLE CONNECTORS - CONDUIT TYPE (Metric Thread) IP 67

6:12

PNA-1FM
PNA-2FM a4 M25x1,5 9:17
PNA-3FM 3 M32x1,5 14:23
PNA-5AFM 14/2" M40x1,5 19229
PNA-5BFM 1172 M50x1,5 28-36
- Made from brass with nickel coating PNA-6FM o MB3x15 34:45
- ATEX certified PNA-7FM Bt M75x1,5 4759

- Neoprene gasket durability range is -20°C + +40°C
- It is suitable to tighten the threaded conduit
externally and the cable internally.

RUBBER SHROUD BRASS EARTH TAG LOCKNUT

PGA-0 0 PT-1 1/2" - M20 DLA1 172"
PGA-2 1-2A-12 PT-2 3/4" - M25 DL-2 34"
PGA-3 2.28 PT-3 17-M32 DL-3 1"

PGA-4 3 PT-4 11/4” - M40 DL-4 114
PGA-5 5A PT-5 11/2" - M50 DL-5 112"

PGA-6 58 PT-6 2-M63 DL-6 2
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Ex-PROOF ARMORED - UNARMORED CABLE CONNECTORS

- Made from brass with nickel coating

- Neoprene gasket durability range is -40°C + +60°C
- Operating ambient temperaure is -40°C+ +100°C

- ATEX, IECEx, UL, GOST-R certified

- Used to connect unarmored cables

- Made from brass with nickel coating

- ATEX, IECEx, CSA, GOST-R certified

- Neoprene gasket durability range is -20°C+ +85°C
- Used to connect armored cables

- Made from brass with nickel coating

- Neoprene gasket durability range is -40°C + +60°C
- Operating ambient temperaure is -40°C+ +100°C

- ATEX, IECEx, UL, GOST-R certified

- Used to connect armored cables

Ex112GD EExdIIC/EExell Ex-PROOF ARMORED CABLE CONNECTORS (Type E1WF_Peppers) IP66 & IP 68

CAP 818594
CAP 818674
CAP 818694
CAP 818774
CAP 818794
CAP 818894
CAP 818804
CAP 818994
CAP 819094

A2LFINPA6/1/2"
A2LF/NP/20S/1/2"
A2LFINP/20S/3/4"

A2LFINP/20/3/4"
A2LF/NP/25/3/4"
A2LF/NP/321"
ALFINP/40/1 1/2"
A2LF/NP/50S/1 1/2"
A2LF/NP/50/2"
A2LFINP/63S12"
A2LF/NP/63/2 1/2"
A2LF/NP(755/3"
A2LF/NP/75/3"

CAP 848404
CAP 848674
CAP 848504
CAP 848694
CAP 848604
CAP 848774
CAP 848794
CAP 848894
CAP 848804

114
12"
"
12
12
/4"
34
e
P

38"
12
172"
34"
34"
1'!
1
114
11er

12"
12
314"
34"
314"
1"
112"
1172
2"
2
212
3
3"

CAP 816594
CAP 816674
CAP 816694
CAP 816774
CAP 816604
CAP 816894
CAP 816804

CAP 816994
CAP 816904

T e T N Ex-PROOF UNARMORED CABLE CONNECTORS (Type A2LF Peppers) IP 66 & IP 68

A2LF/NP/16/M20
A2LF/NP/20S/M20
A2LFINP/20M20

A2LF/NP/25/M25

A2LF/NP/32/M32

A2LF/NP/40/M40
A2LFINP/50S/M50

A2LF/NP/50/M50
A2LF/NP/63S/M63

A2LF/NP/63M63
A2LFINP/755/MT75

ASLF/NP/75/M75

Ex Il 2 GD Exd IIC | EExell Ex-PROOF ARMORED CABLE CONNECTORS {Type ADE 4F_Caprl] IP 66 & IP 68

CAP 848594

CAP 846674 M20x1,5
CAP 846504 M16x1,5
CAP 846694 M20x1,5
CAP 846604 M20x1,5
CAP 846774 M25x1,5
CAP 846794 M25x1,5
CAP 846894 M32x1,5
CAP 846994 Md0x1.5

RADELSAN
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(Capri - Peppers)

TT ] T JrEIN Ex-PROOF UNARMORED CABLE CONNECTORS (Type ADE 1F Capri) IP 66 & IP 68

4,0:8,5

M16x1,5

M20x1,5 4,0:8,5
M20x1,5 6,0:12
M25x1,5 6,0:12
M20x1,5 85:16
M32x1,5 12:21
M32x1,5 16+26
M40x1,5 16275
M40x1,5 21:34

M20x1,5 4:84
M20x1,5 724117
= 7.2:11,7
M20x1,5 96+14
M25x1,5 13,5:20
Maz2x1,5 19,5:26,3
M40x1,5 23:322
M50x1,5 282:382
M50x1,5 32,2+:44 1
M63x1,5 39,3:50,1
M&3x1,5 46,7456
M75x1,5 52,3:62
M75x1,5 58,1:68

4,0:85

6,0+12
4,0:85 6,0:12
6,0:12 85:16
6,0+12 8,5:16
85:16 12:51

B,0=12 B,5:16
85:16 12:21

12:21 16275
16+27,5 21234

E1WF/NP/16/1/2" 1/2" E1WF/NP/16/M20  M20x15 4:84 84+135
EIWF/NP20S/1/2"  1/2" ETWF/NP/20SM20  M20x1,5 8:11,7 11,5:16
E1WFINP/20/3/4" 34" E1WF/NP/20/M20  M20x1,5 6,714 15,5:21,1
E1WF/NP/25/3/4" 374" EIWF/NP/25/M25  M25x1,5 13:20 20,3:27,4
 Madi from brass with nickal coating E1WF/NP/32/1" 1" E1WF/NP/32M32  M32x15 19:26,3 26,7:34
_ATEX.[ECEX CSA GOST.R cortifed EIWFINP/A0M 112" 11/ E1WF/NP/4O/M40  M40x1.5 25:30,2 33:40,6
i Neopnfene gas‘kel dfjrabimy range is 20°C < +85°C EIWFINP/50S/1 1/2" 112"  EIWF/NP/50S/M50  M50x1,5 31,5:38.2 39,4:46,7
S s e § E1WF/NP/5072" 2 E1WF/NP/50M50  M50x1,5 36,5:44,1 45,7:53,2
E1WF/NP/63S/2" 2 E1WF/NP/G3S/ME3  M63x1,5 42,5:50,1 52,1:59.5
EIWFINP/B3/21/2" 21/ E1WF/NP/BIMBS  M&3x1,5 49,5:56 58,4:65,8
E1WF/NP/755/3" 3 E1WF/INP/758/M75  M75x1,5 54 5:52 84,8:72,2
E1WF/NP/75/3" 3 EIWF/NP/7SIM75  M75x1,5 60,5:68 71,1:78
ACSPCP /L24 1/2'-M20 ACBET/NPIM16  M16x1,5 38"
ACSPCP / L30 a4 ACBET/NP/M20 M20x1,5 e
ACSPCP /L38 3/4"-M25 ACBET/NP/M25 M25x1,5 34"
ACSPCP / L46 1"-M32 ACBET/NP/M32 M32x1,5 i
ACSPCP /LS5 11/2"-M40 ACBET/NP/M40 M40x1,5 112
ACSPCP / L65 2"-M50 ACBET/NP/MS0 ~ M50x1.5 =
ACSPCP / L80 21/2'-63 ACBET/NPIM63  M63x1,5 21/2"
ACSPCP /L90 375 ACBET/NPIM75  M75x1,5 2




Ex-PROOF 'RE' TYPE MALE -FEMALE REDUCER

Exll2GDExdIIC

Cosime

@
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Ex-PROOF REDUCER-FLEXIBLE COUPLING-PORTABLE LIGTHING
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Cosime

Ex-PROOF 'REB' TYPE FEMALE -MALE REDUCER

Exll2GDExdIIC

Cosime

i—

'!

Ex-PROOF 'REM' TYPE FEMALE -FEMALE REDUCER

Exll2GDExdIiC

RE-21 34" 2 REB-21 34" 12"
RE-31 1 112" REB-31 = 112"
RE-32 T 4 REB-32 o 34"
RE-51 112" 12" REB-51 112" 12"
RE-52 112" 34" REB-52 {4/ 34"
RE-53 112" 1" REB-53 112" i REM-53 11/2" I
RE-61 v 12 REB-61 2 112" REM-61 2 1/2"
RE-62 2" 34" REB-62 2 304" REM-62 2 314"
RE-63 Bl i REB-63 o s REM-63 2 1¥

Note: There Different sizes and thread types RE, REBand REM reducers are also available.

Ex-PROOF REDUCERS with METRIC THREADS

Peppers

Ex-PROOF FLEXIBLE COUPLING

Cosime

Exll2GDExdlIC
e U

Size

AR1BFIM25/M20

Exll2GExdlIC

Raxton

=

Ex-PROOF REDUCERS with METRIC THREADS

ExlII2GExdIC

FNN1-25 1/2" - 25 cm 14 mm M25x1 5mim M20x1,5mm BBA1312AXN  M25x1 5mm M20x1,5mm
FNN1-50 1/2"-50 cm 14 mm AR{IBF/M32/M20  M32x1,5mm M20x1,5mm BBA1412AXN M32x1,5mm M20x1,5mm
FNN1-100 1/2"-100 cm 14 mm ARIBF/M32/M25  M32x1 5mm M25x1 5mm BBA1413AXN M32x1,5mm M25x1.5mm
ENN2-25 4" - 25 em 19 mm AR1BFM40/M20  M40x1,5mm M20x1,5mm BBA1512AXN M40x1,5mm M20x1,5mm
FNN2-50 3/4" - 50 cm 19 mm ARIBFIM40/M25 ~ M40x1,5mm M25x1,5mm BBA1513AXN M40x1,5mm M25x1,5mm
FNN2-100 3/4"- 100 cm 19 mm ARIBFM40/M32  M40x1,5mm M32x1,5mm BBA1514AXN M40x1,5mm M32x1.5mm
FNN3-25 1"-25¢m 25 mm ARIBFMSO/M25  M50x15mm  M26x1,5mm BBA1613AXN  M50x15mm  M25x15mm
FNN3-50 1"-50cm 25mm AR1BFM50/M32  M50x1,5mm M32x1,5mm BBA1614AXN  MS50x1,5mm M32x1,5mm
FNN3-100 1"-100 cm 25mm AR1IBFIM50/M40  M50x1,5mm M40x1 5mm BBA1615AXN M50x1,5mm M40x1,5mm
FNN5-25 11/2°-25cm 38 mm ARIBFM63/M32  M63x1,5mm M32x1,5mm BBA1T14AXN M63x1,5mm M32x1,5mm
FNN5-50 11/2°-50cm 38 mm ARIBFM63/M40  M63x1,5mm M40x1,5mm BBA1715AXN MB3x1,5mm M40x1,5mm
FNN5-100 11/2" - 100 cm 38 mm ARIBF/M63/M50  M63x1,5mm M50x1,5mm BBA1T16AXN MB3x1,5mm M50x1,5mm
FNN6-25 2"-25¢m 48 mm ARIBFM75/M40  M75x1,5mm M40x1,5mm BBA1815AXN M75x1,5mm M40x1,5mm
FNNB-50 2"-50¢cm 48 mm AR1BF/IM75/M50  M75x1,5mm M50x1,5mm BBA1816AXN M75x1,5mm M50x1,5mm
FNN6-100 27-100 cm 48 mm AR1BFM75MB2  M75x1,5mm M&3x1,5mm BBA1817AXN M75x1,5mm M&3x1 5mm
ExPROOF PORTABLE FXTURE
Cosime Exll 2GDExd lic Tsr3  With aluminium body, Warom Ex 112 G Ex de IIC T4 With sluminium body,

with metal handle, with black plastic handle,

with hanger hook, with hanget hook,

caged, with E27 bulb, white caged, with E27 bulb,

25W, 40W, 60W 25W, 40W, 60W

230V - 50Hz, 3/4" entry 230V - 50Hz, with M25x1 5 connector

Sizes: 0128x420mm Sizes: 0138x433mm

Ex-PROOF PORTABLE SEARCHLIGHTS (Cooper - Warom - Cosime)

Exll2GDEExe b lIC T4 Gb

Exll2GDExd iallC T6 Gb

- Operating ambient temperaure is -20°C + +40°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22
- Europlus Stabex charger unit is included
- Europlus charging time is 16-24 hours, operation time is 4-5 hours

BAD305

d §

s

0624170

L

14.8V 1 9W Led Charged electric torch P68
LTC 10P aW / 24V de Led Portable P66 020500
LTC 20P 17W [ 24V de Led Pertable P66 ©20x500
STABEX HF 2.3V /0.36A Xenon bulb Electric torch 2 batteries IP 66 D34x154 0.09
STABEX EUROPLUS 1W Power Led Led bulb Electric torch 3 batteries P 66 ©34x208 0.12
STABEX MINI 1l 28V /0.5A Halogen bulb Electric torch 2 batteries IP 65 D60x220 0.25
STABEX MiNi Led 4V 0.82A Halogen bulb Charged electric torch 1P 65 @126x196 1,00



Ex-PROOF CONDUIT ADDITIONAL MATERIALS

Ex-PROOF THREE PIECE UNIONS

(MALE -FEMALE)
Cosime ExlI2GDExd B  Thr

IP 66

BMF-1 12"

BMF-2 304"
BMF-3 ik
BMF-5 112
BMF-6 2!

Ex-PROOF THREE PIECE UNIONS (MALE -MALE)

IP 66
Cosime Ex12GDExd B

BMM -1 12"

BMM -2 3/4"
BMM -3 3
BMM -5 112"
BMM -6 2

Ex-PROOF 45° ELBOW (FEMALE - FEMALE)

Cosime Exll2GDExdIIC
ELJ-1 172"

ELJ-2 3/4"
ELJ-3 1"
ELJ-5 112"
ELJ-6 2

Ex-PROOF GALVANIZED BLIND PLUG - NPT THREAD

Cosime Exll2GDExdliC

PLG-1 142"

PLG-2 314"
PLG-3 1"
PLG-4 114"
PLG-5 112"
PLG-6 2

Ex-PROOF BRASS BLIND PLUG - METRIC THREAD

Peppers Exii2GDExdiic [T CadaiNa

M20x1,5

SPMH1BF / M20

SPMH1BF / M25 M25x1,5
SPMH1BF / M32 M32x1,5
SPMH1BF / M40 M40x1,5
SPMH1BF / M50 M50x1,5
SPMH1BF / M63 M63x1,5

Ex-PROOF NIPPLE (MALE - MALE)

Cosime Exli2GDExdnic [ CadeNa |

IP 66

NP-1
NP-2 3
NP-3 1
NP-5 1
NP-6 2

Ex-PROOF POLYAMIDE CABLE GLANDS

Capri  ExN2GDExell [ CodeNo' | |Thread Type ChiipingReng
GHG 9601955 R0022  M16x1,5 55:10
GHG 960 1955 R0023  \20x1 5 55:13
GHG 9601955 R0024  M25x1.5 8,0:17
GHG 960 1955 R0025  M32x1.5 12:21
GHG 9601955 R0026  M40x1.5 17:28
GHG 960 1955 R0027  M50x1,5 20:35
GHG 9601955 R0028  M63x1.5 27:48

IP 66

IP 66
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(Cosime)

Ex-PROOF THREE PIECE UNIONS (FEMALE -FEMALE) IP 66
Cosime Ex/l2GDExdls [ Codelior o

BFF-1
BFF-2 3
BFF-3 1
BFF-5 11
BFF-6 o
Cosime Exl2GDExdlic || CodeNo " [ Thread Type
EMU-1 /0"
EMU-2 a4
EMU-3 o
EMU-5 1442
EMU-6 o

Ex-PROOF 90° ELBOW (FEMALE - FEMALE) IP 66

Cosime Ex 112 GD Exd iic {11 CodelNor T [ Thisad Type

ELF-1 1/2"
ELF-2 34"
ELF-3 1"
ELF-5 112
ELF-6 o

Ex-PROOF GALVANIZED BLIND PLUG - METRIC THREAD {COSIME]

Cosime Exil2GDExdic [ CadeNa

IP 66

M203t1 ,5

PLG-1M
PLG-2M Me5x1.5

{ PLG-3M Ma2x1,5

. y PLG-4M M40xd 5
S 2 PLG-5M M50x1,5
PLG-SM ME3x1,5

Ex-PROOF BRASS BLIND PLUG - METRIC THREAD

IP 66

Capri  Exll2GExdIIC Thread Type
CAP 190204 M20x1,5
CAP 190254 M25x1,5
CAP 190324 M32x1,5
CAP 190404 M40x1,5
CAP 190504 MS0x1,5
CAP 190634 M63x1,5

Ex-PROOF POLYAMIDE BLIND PLUG

Peppers ExiI 26D Exe il [IICo88 NG

IP 66

M20x1,5

SPUMHN / M20
SPMHN / M25 M25x1.5
SPMHN / M32 M32x1,5
SPMHN / M40 M40x1,5
SPMHN / M50 M50x1,5

Ex-PROOF POLYAMIDE CABLE GLANDS

Warom Exll2GExell No Thread Type Ciampi
DQM-I-16 M16x1,5 50:80
DaM-I-20 M20x1,5 6,012
DQaMm-I-25 M25x1,5 1216
DaM-I-32 M32x1,5 10:18
DQM-1-40 M40x1,5 17:25
DQM-I-50 M50x1,5 23:32
DQM-1-63 MB3x1 5 32:44




P
M RADELSAN sesmsensen

RADELSAN ELEKTRIK SAN. VE TiC. LTD. STi.

Ex-PROOF LIGHTING FIXTURES - 1 (FLUORESCENT) (Cosime)
Ex-PROOF FLUORESCENT FIXTURES IP 67 | Ex112GD ExdIICT6.+T4

- Aluminium body, ceiling type and with mechanical ballast = 3
- Operating ambient temperature is -20°C + +40°C g-’
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

EVFC 118R 1X18/ 20W T8 G13 234" 220~240V-50Hz 106x910x98 62

—

EVFC 218R 2x18/ 20W T8 G13 2x3/4" 220~240V - 50Hz 206x910x98 115

EVFC 136R 1x36/ 40W T8 G13 2x34" 220~240V - 50Hz 106x1530x98 9.0

EVFC 236R 2x36 | 40W 18 G13 2x314" 220~240V - 50Hz 206x1530x%98 16.9

EVFC 158R 1x58/ B5W T8 Gi3 2x3/4" 220~240V - 50Hz 106x1840x98 14.6

EVFC 256R 2x58 | 65W 8 G13 2x3/4" 220~240V - 50Hz 206x1840%98 26.4
Ex-PROOF LED FLUORESCENT FIXTURES IP 66 ExNl2GExdIICTE T4

- Aluminium body, ceiling type and with electronic ballast

- Operating ambient temperature is -20°C + +40°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22
- LED Lamp isincluded in the set

EVFC-1118 1x10W 825 T8/G13 2x34" 220-240V - 50Hz 106x869x98 6.2

EVFC-2118 2%10W 1650 T8/G13 2:3/4" 220240V - 50Hz 2064869x08 115
EVEC-1936 1X19W 1250 T8/G13 X34 220~240V - 50Hz 106x1469x98 90
EVFC-21936 2x19W 2500 T8/G13 2:314° 220-240V-50Hz  206x1469x98 16.9
EVFG-2458 1X24W 1900 T8/G13 234" 220~240V-50Hz  106x1769x98 14.6
EVFC-22458 2x24W 3800 T8/G13 2%3/4" 220~240V - 50Hz 206x1769x98 26.4

Ex-PROOF EMERGENCY FLUORESCENT LIGHTING FIXTURES IP 66 W Exl12GD ExdIICT6 +T4

- Aluminium body, ceiling type and with electronic ballast

- Operating ambient femperature is -20°C + +40°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22
- LED Lamp isincluded in the set

EVFEC 118R 1x18/ 20W T8/G13 120 DK. 2x3/4" 220~240V - 50Hz 106x910x230 100

EVFEC 218R 2x18/ 20W T8/G13 120 DK, 2x3/4" 220~240V - 50Hz 206x210x230 153
EVFEC 136R 1%36 / 40W T8/G13 90 DK, 9x3/4" 920~240V - 50Hz 106x1530x230 128
EVFEC 236R 2x36 / 40W T8/G13 90 DK. 2x3/4" 220~240V - 50Hz 206x1530x230 207
EVFEC 158R 1x58 1 65W T8/G13 60 DK, 2x3/4" 220~240V - 50Hz 106x1840x230 184
EVFEC 258R 2x58/ 65W T8/G13 60 DK. 2x3/4" 220~240V - 50Hz 206x1840x230 30.2

Ex-PROOF FLUORESCENT FIXTURES IP 66 Exll2GD Exed lICT5

- Polyester body, ceiling type and with electronic ballast

- Operating ambient temperature is -20°C + +50°C

- There is 1 connector and 1 blind plug on the fixture

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

AVFC 118R 1x18/20W T8 G13 2xM25 (13~18) 220~240V - 50Hz 215x732x162 50

AVFC 218R 2x18/ 20W 8 a13 2xM25 (13~18) 220~240V - 50Hz 215x732x162 5.2
AVFC 136R 1x36/ 40W 8 Gi13 2xM25 (13-18) 220~240V - 50Hz 215x1342x162 72
AVFC 236R 2x36/ 40W T8 G13 2xM25 (13+18) 220~240V - 50Hz 215x1342x162 7.4

- Polyester body, ceiling type and with electronic ballast ~ g i

- Operating ambient temperature is -20°C + +50°C
- There is 1 connector and 1 blind plug on the fixture

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

AVFEC 118R 1x18/ 20W T8/G13 120 DK, DIMS (1318)  220-240V-50Hz 2157324162 88

AVFEC 218R 2¢18/20W T8/G13 120 DK, 2¥M25 (13-18) 290~240V - 50Hz 2154732162 9.0
AVFEC 136R 1x36 / 40W T8/G13 90 DK. 2xM25 (13~18) 220~240V - 50Hz 215x1342x162 11.8

AVFEC 236R 2x36 | 40W T8/G13 90 DK, 2xM25 (13~18) 220~240V - 50Hz 215x1342x162 12.0
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Ex-PROOF LIGHTING FIXTURES - 2 (FLUORESCENT)

- Polyester body, ceiling type and with electronic ballast
- Operating ambient temperature is -20°C + +55°C P\

- There are 2 connectors and 2 blind plugs on the fixture iﬂ-ﬂ
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

(Warom)
Ex1l2 GD ExdeqlICT4

BAY51-Q18x1X 1x18/ 20W T8 G13 220~240V - 50Hz 6.7
BAY51-Q18x2X 2x18/ 20W T8 G13 220~240V - 50Hz 69
BAY51-Q36x1X 1x36 / 40W T8 G13 4xM25 220~240V - 50Hz 222x1380x134 113
BAY51-Q36x2X 2x36 / 40W 8 G13 4xM25 220~240V - 50Hz 202¢1380x134 114
Ex-PROOF EMERGENCY FLUORESCENT LIGHTING FIXTURES IP 66 Ex112GD ExdeqliCT4

- Polyestrer body, ceiling type and with electronic ballast

- Operating ambient temperature is -20°C + +55°C

- There are 2 connectors and 2 blind plugs on the fixture

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22
- Operation time for 18W and 36W is 120 minutes

BAY51-Q18x2XJ 2x18/ 20W T8 Gi3 220~240V - 50Hz 222x808x134 8.7
BAY51-Q36x2XJ 2x36/ 40W 8 G13 4xM25 220~240V - 50Hz 202x1380x134 131
Ex 13 G ExnA IIC T4 Ge

Ex |l 2 D Ex tb llIC T80°C Db

- Polyester body, ceiling type and with mechanical ballast
- Operating ambient temperature is -20°C + +55°C

- There are 2 connectors and 2 blind plugs on the fixture
- Suitable for use in Zone 2 and Zone 22

8
BnY81-18x2X 2x18/ 20W T8 G13 2xM20 220~240V - 50Hz 210x658x121 2.0
BnY81-36x1X 1436 / 40N T8 a3 2420 220-240V-50Hz  210x1268¢121 27
BnY81-36x2X 2x36 / 40W T8 G13 2xM20 220~240V - 50Hz 210¢1268x121 32
BnYB81-58x1X 1x58 / B5W T8 G13 2xM20 220~240V - 50Hz 210x1568x121 29
BnY#81-58x2X 2x58 1 65W 18 G13 2xM20 220~240V - 50Hz 210x1568x121 4.0

Ex-PROOF FLUORESCENT STAINLESS STEEL FIXTURES IP 66

- Stainless steel body, ceiling type and with electronic ballast

- Operating ambient temperature is -40°C + +55°C

- There are 2 connectors and 2 blind plugs on the fixture

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

- Operation time of XJ type emergency models is 24 hours and
charging time is 24 hours

Ex|l 2 GD ExeqlIC T4 Gb

BJY-18x1X 1x18/ 20W T8 G13 2 OV - 200x705x95. 5.10
BJY-18x2X 2x18 / 20W T8 G13 2xM25 220~240V - 50Hz 200x705x95 5.20
BJY-36x1X 1%36 / 40W T8 GI3 2xM25 220~240V - 50Hz 200x1302%95 7.95
BJY-36x2X 2636 [ 40W T8 G13 2xM25 220~240V - 50Hz 200x1302%95 8.05
BJY-18x2XJ 2x18/ 20W 18 G13 2xM25 220~240V - 50Hz 200X705x95 6.90
BJY-36x2XJ 2%36 / 20W T8 Gi3 2xM25 220~240V - 50Hz 200%1302%95 9.75

Ex-PROOF COMPACT TYPE FLUORESCENT FIXTURES IP 66

Ex1l12 GD ExdellCT6/T5

- Aluminium body, ceiling type and with electronic ballast
- Operating ambient temperature is -20°C + +50°C
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

FLX-218 2118 / 18W 2611 238 220~240V - 60Hz @ 215x330 33
FLX-236 2x36 / 36W 2G11 23/4' 220~240V - 60Hz 4054520 5.1
FLX-255 2x55 / 55W 2Gi1 23/4" 220~240V - 60Hz 0 530x545 8.4
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Ex-PROOF LIGHTING FIXTURES - 3 (FLUORESCENT - GLOP)

Ex-PROOF FLUORESCENT FIXTURES - (Zone 1 - Zone 2} IP66
Ex1l2 GD Ex de lIC T4

.
110-254V AC 110-254V AC 220-254V AC
T26/T8 T26/78 To6/T8
218 / 20W 2x36 / 40W 2x58 / 65W
2xM25 2xM25 225
760x188x130 1360x188x130 1660x188x130
52 74 94

Palyester body, ceiling type and with electronic ballast. Operating ambient temperatura is -25°C
= 455°C. Suitable for use in Zane 1, Zone 2, Zone 21 and Zone 22.

Ex-PROOF FLUORESCENT FIXTURES - (Zone 1 - Zone 2) China  IP56
Ex Il 2 GD Ex eqd IiC T4/T5

Emergeney
cLLK 07018/18 cLLK 07036/36 cLLK 07036/36N
110-254V AC 110-254V AC 110-254V AC
T26/T8 T26 /T8 T26/T8
2x18 | 20W 2x36 / 40W 2x36 / 40W
2:M25 M5 2xM25
760x188x130 1360x188x130 1360x188x130
45 6.7 75

Ex-PROOF INCANDESCENT 100W WIRE GUARD FIXTURES IP67
ExlI2GDExdellCT3 ExlI2GDExdeliCT3

L
AB501U AB 50 IXM
250 V AC 250 V AC
E27 E27
BOW, 100W BOW, 100W
2x 34" 2x M25
D125x254 01255400
15 22
Ex-PROOF INCANDESCENT 200W WIRE GUARD FIXTURES P67
Exll2GDExdellCT3 Exl2GDExdellc T3
P ®
s Y -
\ ==
- o
AB51IU AB 511X
250 V AC 250 V AC
150W, 200W 150W, 200W
2x34 2 x M25
0205260 2205x400
38 45

Ex-PROOF EXIT FIXTURE - 8W P67
Ex Il 2 GD EEx d IIC T&/T5 AB12108-EVG
220 - 230V AC
. - G5
3 =) !'*:.:8.{.4:
01442460
53

(Cooper)
Ex-PROOF FLUORESCENT FIXTURES - (Zone 2) IP66
Ex Il 3 GD Ex de mb IIC T4

N ——— e ———
e
£ s §

nLLK 08018 nLLK 08036 nLLK 08058
220V-240V AC 220V-240V AC 220V-240V AC
T26 /T8 T26/T8 T26/T8
2x18/ 20W 2x36 [ 40W 2x58 [ B5W
760x188x130 1360x188x130 1660x186x130
36 58 69

Polyester body, ceiling type and with electronic ballast, Operating ambient temperature is -25°C = +50°C.
Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22.

Ex-PROOF SURFACE MOUNTED FIXTURES IP65
Ex1l2GDExdellC T4

RLF 25018/18 RLF 25036/36 RLF 25058/58
110-254V AC 110-254V AC 110-254V AC
212618 %T26/T8 2xT261 8
2x18 / 20W 2x36 / 40W 2x58/B5W
1xM25 1xM25 1xM25
T01x302x130 1312x302x130 1611x302x130
69 129 17.2

Ex-PROOF BUILT-IN FIXTURES IP65
Ex12 GD Ex de liC T4

‘RLF 250 418 RLF 250436 RLF 250458
110-254V AC 110-254V AC 110-254V AC
4xT26/18 4xT26/T8 4XT26/ T8
4518/ 20W 4x36 [ 40W 4x58/ 65W
1xM25 1xM25 1xM25
701x362x130 1312x362x130 1611x362x130
95 165 108

Ex-PROOF INCANDESCENT 500W WIRE GUARD FIXTURES IP67
Ex |12 GD Ex de liC T3

‘.'*Eml 3
- ‘:.

-
EVI500 UD EVI 500 XM
250 V AC 250V AC
E40 E40
300W, 500W 300W, 500W
2x34" 2x314"
2300x340 2300x460
12.90 1356

Ex-PROOF EMERGENCY EXIT FIXTURE - 11W IP67
ExN2GDEExdlICT6 EE11PL

220 - 230V AC

2G7
1x11W (1,5 hour batiery pawered)
2x 34
&144x450
58

NOTE: Please ask for exit fixture signs separately. Contact us for sign types.
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Ex-PROOF LIGHTING FIXTURES - 4 (PROJECTORS - STREET FIXTURES)

Cosime Ex 1l 2 GD Ex de 1IB+Hz T4-T3 Cosime Ex I1 3G ExnR T3 Ge
Ex 113D Ex te lliC T195°C Dc

RFL250 RMH  Metal Haide  250W E40  310x520x185 RFN 250 RMH  Metal Halide 420x503%165

RFL 400 RMH Metal Halide 400W E40  310x520x185 25 RFN 400 RMH Metal Halide 400W E40  420x503x165 14
RFL250ANa  Sodium 250W E40  310x520x185 23 RFN250 RNa  Sodium 250W E40  420x503x165 10
RFL400RNa  Sodium 400W E40  310x520x185 95 RFN400RNa  Sodium 400W E40  4204503x165 14
RFL250RHg  Mercury 250W E40  310x520x185 28 RFN250 RHg  Mercury 250W E40  420x503x165 10
RFL400RHg  Mercury 400W E40  310x520x185 23 RFN400RHg  Mercury 400W E40  420x503x165 10
RFL 500 H Halogen 500W E40  310x520x185 20 RFN 500 H Halogen 500W E40  420x503¢165 8

Ex-PROOF LED PROJECTORS - Zone 1 1P66 Ex-PROOF LED PROJECTORS - Zone 1 IP66
Cosime Ex Il 2 GD Ex de liIC T5:T4 Cosime Ex 112 GD Ex emb lIC T6 Gb

EWL 125240 Led oW 8000  ©140x265 7.3 PRO 12 LED 20W 2000  105x260x90 27

EWL 250240 Led 100W 8500  ©140x265 7.6 PRO 24 LED 40W 4000  210x260x90 7.0
EWL 400240 Led 120W 12000  ©200x345 16 PRO 48 LED sow 8000  310x260x90 14

IP67 Ex-PROOF PROJECTORS - Zone 1 (lIC class) IP65

Ex |1 2GD Ex de lIB T3 Warom Ex Il 2GD Exd IIC T3 Gb

Ex-PROOF HALOGEN PROJECTORS - Zone 1
Cooper

PX 0405 Halogen 500W E40  546x443x340 23 BAT85-HIE400  Metal Halide 400W E40  308x532x250  28.50

IP65 Ex-PROOF PROJECTORS - Zone 2 IP65

— ' Ex 11 2GD Ex de lIB T3 Gb Warom Ex Il 3G Ex nR IIC T3/T2 Ge
: Ex 11 2D Ex tlliC T190°C Db

Ex-PROOF PHOJECTOHS Zone 1 (lIB class)
Warom j —

Wt

BAT53-HIE250  Metal Halde ~ 250W E40  314x490x195 1475 BnT81-HIE250  Metal Halide ~ 250W E40  420x503x165  12.85

BATS53-HIE400  Metal Halide 400W E40  354xd54x335  30.75 BnT81-HIEA00  Metal Halide 4000 E40  420x503x165  12.85

BATS3-HSE400  Sodium 400W E40  354x454x335 3075 BnT81-HIE1000 Metal Halide  1000W E40  537x450x225  18.60
Ex-PROOF LED PROJECTORS - Zone 1 P66 Ex-PROOF LED PROJECTORS - Zone 1 P66

Cooper Ex |12 GD Ex de lIC T6 Gb Warom Exll2GD Ex deliC T5 Gb

50W 9000  310x520x105 108

CCL1090001A Led BOW 2xM25  ©350%240 17.0 BAT86-100-50G

Led
CCL1090002A Led 85w 2xM25  ©350x240 17.0 BAT86-100-70G Led 70W 9000 310x520x105 108
CCL1090003A Led 100W  2xM25  ©350x240 17.0 BAT86-100-100G Led 100W 9000 310x520x105 108
CCL1090004A Led 125W  2«M25  @350x240 170 BAT86-160-120G Led 120W 15000 355x340x125 84
CCL1090005A Led 150W  2xM25  ©350x240 17.0 BAT86-160-160G Led 160W 15000 355x340x125 84
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Ex-PROOF LIGHTING FIXTURES - 5 (GLOP) (Cosime)

EX-PROOF BALLASTLESS LIGHTING FIXTURES ExlI2GD ExdlICT4/T3

- Aluminium body, ballastless and incandescent wired.

- With wire guard; reflector can be used if requested.

- Operating ambient temperature is -20°C + +40°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

EVJT-..

100W 150W 200W 300W
EVA-50 EVA-80 EVA-125 'EVA-250
EVCT-50 EVCT-80 EVCT-125 EVCT-250
EVJT-50 EVJT-80 EVJT-125 EVJT-250
E27 E27 E27 E40
T4 T4 T4 T3

Ex-PROOF LIGHTING FIXTURES WITH BALLAST 1P 66

- Aluminium body and caged

- Reflector can be used if requested.

- Operating ambient temperature is -20°C + +40°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

Mercury Vapor Type
80W
EWCT-80RHg
EWJ-80RHg
T4

100W
EWCT-100RMH
EWJ-100RMH
E27
T4

Sodium Vapor Type
70W
EWCT-70RNa
EWJ-70RNa
E27
T4

Ex-PROOF LIGHTING FIXTURES WITH BALLAST (with a reflector) IP 66

- Aluminijum body, with ballast and ceiling type

- With wire guard; reflecior can be used if requested.

- Operating ambient temperature is -20°C + +40°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

Mercury Vapor Type
80w
EWE 125RHg
E27
T4
0174x294
11,00

Metal Halide Type

100W
EWE 125RMH
E27
4
@174x294
10,00

Sodium Vapor Type
70W
E27
T4
0174x294
10,00

125W
EWCT-125RHg
EWJ-125RHg
E27
T4

150W
EWCT-150RMH
EWJ-150RMH
E27
T3

150W
EWCT-150RNa
EWJ-150RNa
E27
T3

250W
EWE 250RHg
E40
T3
D196x375
12,50

250W
EWE 250RMH
E40
i
©196x375
13,00

250W
'EWE 250RNa
E40
T3
©196x375
13,00

Exll2GD Exd ICT4/T3

EWJ-...

250W
EWCT-250RHg
EWJ-250RHg
E40
iE

250W
EWJ-250RMH
E40
T3

250W
EWJ-250RNa
E4D
T3

ExI12GD ExdIICT4/T3

400W
EWE 400RHg
E40
T3
0259x416
17,50

400W
EWE 400RMH
E40
T
2250x416
18,00

400W
E40
T3
0250x416
18,00
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Ex-PROOF LIGHTING FIXTURES - 6 (GLOP) (Warom)

Ex-PROOF BALLASTLESS LIGHTING FIXTURES IP 66 N ExII2GDEx d lIC T4

- Aluminium body and incandescent wired.

- With wire guard, internally reflective.

- Operating ambient temperature is -40°C + +55°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

BDD81-A100X  CEILING MOUNTING ~ 100W/11W E27 434
Ex-PROOF BALLASTLESS LIGHTING FIXTURES IP 65 b Exl2G ExdlIBT4

- Aluminium body and incandescent wired.

- With wire guard, internally reflective.

- Operating ambient temperature is -20°C + +55°C
- Suitable for use in Zone 1 and Zone 2

BAD125-200-A  PENDANT MOUNTING 200W E27 1x3/4" 220~240V - 50Hz 2270x328 52

BAD125.200-X  CEILING MOUNTING 200W E27 2x3/4” 220~240V - 50Hz 2270343 63
BAD125-200-B WOLL MOUNTING 200W E27 2x3/4" 220~240V - 50Hz 0270x343 68
Ex-PROOF MERCURY VAPOR LIGHTING FIXTURES IP 65 / IP66 ExII2GD ExdlICT4/T3
- Aluminium body.

- With wire guard, internally reflective. %

- Operating ambient temperature is -20°C + +55°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

BAD61-HME125X CEILING MOUNTING

BAD61-HME250X GEILING MOUNTING 250W E40 4x3/4" 220~240V - 50Hz 02743565 15.2 61002
BAD61-HME400X CEILING MOUNTING 400W E40 4x3/4" 220~240V - 50Hz @308%643 215 61003
BAD61-HME1258 WOLL MOUNTING 125W E27 4x3/4" 220~240V - 50Hz @237x460 11.2 61001
BAD61-HME250B WOLL MOUNTING 250W E40 434" 220~240V - 50Hz 0274x570 16.95 61002
BAD61-HME400B WOLL MOUNTING 400W E40 4x3/4" 220~240V - 50Hz 03084635 23.25 61003

- Aluminium body.

- With wire guard, internally reflective.

- Operating ambient temperature is -20°C + +55°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

250W E40

BDDO1-250-HIE250K  METAL HALIDE 2x3/4" 220~240V-50Hz (2331480 14.80 91002
BDD91-250-HSE250K  SODIUM 250W E40 2x3/d" 220~240V-50Hz 233480 14.80 91002
BDD91-250-HIE400K  METAL HALIDE 400W E4D 234" 220~240V-50Hz  ©257x555 16.70 91003
BDD91-250-HSE400K  SODIUM 400W E40 2x3/4" 220-240V-50Hz Q257555 16.70 91008

Ex-PROOF LED LIGHTING FIXTURES IP66 Ex 112 GD Ex d IIC T6/T5 Gb

- Aluminium body.
- Operating ambient temperature is -40°C + +565°C
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

LED 434"

'BAD85-30-20X CEILING MOUNTING 20W
30W

220~240V - 50Hz ©208x241 4,05

BADS85-30-30X CEILING MOUNTING LED 434" 220~240V - 50Hz 0208x241 405
BADS85-70-50X CEILING MOUNTING 50W LED 434" 220~240V - 50Hz. @255%350 7.40
BAD85-70-70X CEILING MOUNTING 70w LED 434 220~240V - 50Hz @255x350 740
BADB5-120-100X  CEILING MOUNTING 100W LED 4x3(4" 220~240V - 50Hz 0295385 8,40

BADB85-120-120X  CEILING MOUNTING 120W LED 4x3/4" 220~240V - 50Hz @295x385 8,40
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Ex-PROOF LED FIXTURES - DETECTORS (Dialight)
Ex-PROOF LED EMERGENCY EXIT FIXTURE P66
Ex1l2 GD Exd lIC T4/TS Ex 112 GD Exd emb lIC T5/T6
- Cast aluminium body - Cast aluminium bod

- Cable and installation kit are pre-assembled - Blind plug and instalYaiion kit are pre-assembled

e —
- Operating ambient temperature is -40°C = +65°C ’ ‘g - Operating ambient temperature is -40°C = +60°C
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22 b - Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

7 HZAZCINLT  38W 3600 66 WPA-5C3C-NLGC  11W 600
w HZAGCNLT  48W 4600 6.6 WPASC3H-NLGC ~ 22W 1200

- HZABC2NALT  58W 5600 66 WPA-5C3LNLGC  34W 2250
Ex-PROOF LED LINEAR FIXTURE IP66 Ex-PROOF LED STREET FIXTURE IP65
g ExN12GD Ex d emb lIB T4 ExN2GDExnAlCT3
= i - Cast aluminium body | - Made from UL94 V0 material
} - Blind plug and installation kit are pre-assembled - Blind %ug and b::mllaﬁon Igit'ljare_ pri-uascseml;lfgc
- Operating ambient temperature is -40°C + +65°C -Uperating am emperature is -40°C + +
o / - Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22 'F - ATEX!1ECE, Zono?, Zon0 22
LSASCAMZG  38W 3100 45 ' SLAINHGEU  131W 10000 118
LSA3C4D2G B8W 6000 7.9 SLA3N4SG-EU 252W 20250 15.4
Ex-PROOF LED PORTABLE HIGH CEILING FIXTURE IP66 Ex-PROOF LED HIGH CEILING FIXTURE IP66
Ex Il 2 GD Ex de IIB T5/T4 _ ExlI2GDExdIIB TS
- gast :tjjljm'i"ium body e
5 : - 3m cable is pre-assem
- Cast aluminium body - Operatin aﬁmianl temperature is -40°C = +60°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

), . -Cable is pre-assembled
2 - Operating ambient temperature is -40°C = +60°C
|

" -Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22  LampPower Lumen Weig
Y [ HBAICAM 150W 9500 13.5
ool HBA9C4P 161W 11000 135
HBAICAMP 172W 14500 135
. THA9CAM 150W ) ; 3 HLAGCAKN 270W 21000 20.0
ExPROOF GAS DETECTOR
Ex 112G ExdIIB+H: T6 - Stairless sieel 316 body, Exl12 GExdIICTé - Cast aluminium body,
z - Detection range is 200ft (60m), - With brass Ex cover,
~-90° horizontalivertical area coverage, -12VDC - 24VDC,

- 24VDG -4.8W, - 4 - 20mA analog output,

- Operating temperature is 40°C = +75°C,
- Storage temperature is -50°C = +80°C
- 134 17x112mm sized,
- Weight s 4.5kg

NOTE: There are different types for explosive and toxic gases.

- Detection range is 0-100% LEL,
- Optional relay card,
- 1B0x85x65mm sized,
- Weight is 1,3kg

Ex-PROOF FOOT PEDAL 1P 66

Ex-PROOF LEVEL SWITCH FLOAT IP 66

Cosime  Ex112GD Exd IIC T6 FCC 10P Cosime  Ex/l2GDExdNcTe | CodelNa FCC 726
. BIOV  50:60Hz OOV 50:60Hz
10A 10A
2 5mm? 2.5mm?
iz 1xire"
127 0.90

Ex-PROOF LIMIT SWITCH (10A-380V AC) IP 66

Cosime Exll2 GDExdIIC T6

Code No.
Length (mm) 37 36.5 50

Operating ambient temperature is -20°C + +40°C. 10A, 690V 50760 Hz, 1x1/2" entry. Zone 1/ Zone 2, Zone 21 / Zone 22.
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Ex-PROOF JUNCTION-CABLE PULLING BOXES AND STOPPERS

Ex-PROOF TWO WAY "C" TYPE JUNCTION BOX IP 65
coien - exa2ccx0207s |
1/2"
30*.25 34
SC-36 ik
5C-59 -
SC-69 2

Ex-PROOF THREE WAY "T" TYPE JUNCTION BOX IP 65

Ex-PROOF TWO WAY "L" TYPE JUNCTION BOX IP 65
come 120 541070 ENCHONGI ISR
SL-14

SL-26 -__37_47"'

SL-36 i

SL-59 142

SL-69 o
Ex-PROOF FOUR WAY "X" TYPE JUNCTION BOX IP 65

cosme a2 5xa1 5 NGNS B SR

Conie  £x12GEx 0176 (GO IS

ST-14 102
g ST-26 3w
- ST-3 y
ST-59 112
ST60 0y
Ex-PROOF TWO WAY "B" TYPE JUNCTION BOX IP 66
Warom  Ex#2 GDExdiC T6 G [ GodeiNo ] I Size
s b BHD51-B / G1/2" 12"
iru;s BHD51-B / G3/4” 34"
-3 BHD51-B/ G1” 1
Ex-PROOF THREE WAY "C" TYPE JUNCTION BOX IP 66
Warom Ex12GDEXdICT6Gb __
= BHD51-C/ G1/2"
w 'BHD51-G/ G3/4” aw
BHD51-C/ G1” e

Ex-PROOF THREE WAY "GUJP" TYPE THERMOCOUPLE BOX P 66

cosin sx-mnm»cm__

SX-14 112"
SX-26 34"
SX-36 1
8X-59 1142
SX-69 2"
Ex-PROOF TWO WAY "E" TYPE JUNCTION BOX IP 66
warom Exn2Goexaic oo [IIGagE NG IS
o~ BHD51-E / G1/2" 1/2"
@ BHD51-E/ G3/4" 34"
BHD51-E / G1" T

Ex-PROOF FOUR WAY "D" TYPE JUNCTION BOX IP 66

worom. Exszcoexaio 5o ICadaNGNI ISz
i BHD51-D/ G1/2” 12
@ BHD51-D / G3/4" 3/4"
BHD51-D/ G1" )
Ex-PROOF THREE WAY SB-SD TYPE THERMOCOUPLE BOX IP 66

Conm. 624201 5 [ CBABNG3) 1 EEESi

GUJP 11 -1
GUJP 21 1!2“.--3J4?
GUJP 22 3/4" - 314"
GUJP 12 4z

e i IP 65
Cosime  Exi26 Exdus [T CadeNo T Sz

Ex-PROOF "LLH" TYPE COVERED ELBOW

LLH-1
LLH-2
LLH-3
LLH-5
LLH-6

12"
3
3
112"
=

Ex-PROOF "EKC" TYPE COVERED ELBOW IP 65
R

EKG-1
EKC2
EKC3
EKC-5
EKC-6

Ex-PROOF "LU" TYPE CONDULET

Ex-PROOF SEAL COMPOUND + FIBER CORD

Fe

MCK-250
MCK-500
MCK-1000
NOTE: For the preparation of the seal compound please see the detailed info on page 2.

&"4"
i
11727
s

| CodeNo Sz
LU-17 12"
LU-27 /4
LU-37 A
LU-57 112
LU-67 P

-40°C/ + 80°C

250
500
1000

SB 116 112" 12"
SB216 112" - 34"
SD 116 102112
SD 216 112" - 34"
Ex-PROOF "LBH" TYPE COVERED ELBOW IP 65
Cosime  ExN2GExdus [ CodeiNa Sz
LBH-1 1
LBH-2 34
LBH-3 i
LBH-5 112"
LBH-6 o
Cosime  Exi2GExdns [0 GodeNG I sz
LBHS-1 12
LBHS-2 34
w LBHS-3 "
LBHS-5 112"
LBHS-6 2

Ex-PROOF HORIZONTAL STOPPER

IP 66

cosime  Exii2GDExdlic [ CodeNo | [ Size " (e Compoundvol
- EZ5-1 1/2" 110
EZS-2 34" 125
EZS-3 " 180
EZS-5 TiFes 300
EZ5-6 2" 450
Ex-PROOF VERTICAL STOPPER IP 66
Cosime  ExI2GD Exd IIC  size Sl CompoundVolig)
@ EYS-1 12" 25
EYS2 4" 50
EYS-3 1" 80
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Ex-PROOF EMERGENCY SITUATION WARNING SYSTEMS (Warom - Cosime)

Lear B g B
CFW T O ) T I

BAYD-BA BAYD-BB BAYD—BC BAYD-BD BAYD-BE BAYD-BF

- Aluminium body and with electronic ballast.

- Operation time is 180 minutes.

- Operating ambient temperature is -20°C + +55°C

- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

ExlI2GExdIIC Té

- Aluminium body and with impoved reliability.
- Flash time is 150 times per minute, Lamp power 3W LED
- Operating ambient temperature is -20°C + +55°G
- Suitable for use in Zone 1 and Zone 2.

1x3/4" {10—14mm} | 220-240V - 50Hz / 24V DC @177 205

BJD-ZR/ 24V DC RED
BJD-ZG / 24V DC GREEN 1x8/4" (10-14mm} 220~240V - 50Hz / 24V DC @177« 205 25
BJD-ZY /24VDC YELLOW 1%3/4% (10-14mm) 220~240V - 50Hz / 24V DC @177x 205 25

Ex-PROOF AUDIO AND VISUAL CAUTION SPOTLIGHT FITTINGS  IP65

- Aluminium body and with impoved reliability.

- Flash time is 150 times per minute, Lamp power 2W LED
- Operating ambient temperature is -20°C + +55°C

- Suitable for use in Zone 1 and Zone 2.

Note:BBJ81-24, Lamp power 5W LED P66 (-40°C + +55°C)

Ex112GExdIiC Té

BBJ-ZR / 24V DC 100~120 dB / 1mt 1x3/4" 220-240V - 50Hz / 24V DC O177x 205 30
BBJ-ZG / 24V DC 100~120 dB / 1mt 1x3/4" 220~240V - 50Hz / 24V DC @177x 205 30
BBJ-ZY / 24V DC 100~120 dB / 1mt 1x3/4" 220240V - 50Hz / 24V DG O177x 205 a0
BBJ81/24V DC 5W Led 100~120 dB [ 1mt 3x3/4" 220~240V - 50Hz / 24V DC @146x 230 26
Ex-PROOF ELECTRONIC SIREN-SPEAKER IP 66 Ex 1l 2 GD Ex d IIC T6/T5
- Aluminium body and with stainless steel cover ‘g

- They have got 5 different voice tones
- Operating ambient temperature is -20°C + +40°C
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22 Siren Speaker

Siren - ETH-20MD230 230V AC 10W -109/112 dB RAL3000 Red
Siren - ETH-20MD24 24V DC 1x3/4" 4W -109/112dB RAL3000 Red 3.8
Speaker - ETH-20MDLOUD 100V DC 1x3/4" 25W - 109111248 Metalic Grey 35
Ex-PROOF HORN IP 65

- Aluminium body

- Horn frequencies are 50 + 60Hz

- Horn naise level at 1m distance is 95=110dB

- Operating ambient temperature is -20°C + +40°C
- Suitable for use in Zone 1 and Zone 2

i . ExI12GExdIIB T6TS

| HomCode | ETH-12CA ETH-24CA ETH-48CA ETH-110CA ETH-220CA
: ue 35 VA 115 VA 110 VA 70VA 75 VA
12VAC 24 VAC 48 VAC 110 VAC 230 VAC

Ex-PROOF BELLS IP 65 _ @] Ex 112 G ExdlIB+H T&/T5
- Aluminium bod g »
- Bell fraqugncie: are 50 = 60Hz ‘_‘,,d

- Bell ncise level at 1m distance is 95+105dB = - .
- Operating ambient temperature is -20°C + +40°C ' T
- Suitable for use in Zone 1 and Zone 2
ETR-12CA ETR-24CA ETR-48CA ETR-110CA ETR-220CA
~ BellPower Value 35 VA 55 VA 70 VA 40VA 40 VA
~ Voltagevalve 12VAC 24 VAC 48 VAC 110 VAG 230 VAC
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Ex-PROOF SWITCHES AND TERMINAL BOXES

Ex-PROOF ON-OFF SWITCHES IP 65 Warom

ExIl2GDEx d IC T6

- Aluminium body.
- Operating ambient temperature is -20°C = +55°C
- Suitable for use in Zone 1, Zone 2, Zone 21 and Zone 22

BZM 168 2 16A 01 250V AC 204 O126x108 085

Ex-PROOF ELECTRIC SWITCHES IP 66
Cosime ExI12GD ExdIiC T5:T3

FSPC 210 - 410 FSPC 325 - 425

EFD 502 - 503

- Aluminium body.

- Operating ambient temperature is -20°C = +55°C

- Suitable for use in Zone 1, Zone 2. Zone 21 and Zone 22 COMMUTATOR VAVIEN MONOPHASE THREEPHASE

NORMAL SWITCHES $ DOUBLE SINGLE REVERSER REVERSER

Number of Poles 2 4 3 4 1 1 . _1 _3
Current 16A 16A 32A 32A 16A 16A 16A 16A
Entry Thread Size 2x3/4" 2x3/4 2" 1" 2x3/4" 2x3/4" 2x3/4" 2x3/4"
Contact Position 0-1 0-1 04 01 0-1-2 1-2 1-0-2 1-0-2

Ex-PROOF POLYESTER TERMINAL BOXES Cooper Exll2GD Exell T6

£

Polyester body.
Dimensions
GHG 7...R0001=81.5%100x61mm

GHG 7...R0002=117.5x113.5x73.5mm
GHG 7...R0003=117.5x113.5x73.5mm
GHG 7...R1485=120x140x95mm

GHG 791 0101 R0003 2xM25x1,5 (@10=17mm) 2xM25 ExE:-(ﬂ 4PE

EI
GHG 791 0101 R0002 4xM25x1,5 (@10:17mm) 4xM25 4xEx-e, | PE £}
GHG 791 0101 R0D01 BxM25x1,5 (@10:17mm) 6xM25 6xExe, 2 PE £
GHG 731 1102 R1485 4xM25x1 5 (©10:17mm) 4xM25 6xEx-e, 7 PE W

Ex-PROOF POLYESTER TERMINAL BOXES Warom Ex1l2GD Exell T6

% & &

- Polyester body.
Dimensions: 120x120x67mm
20A Max, 500V AC
- Operating ambient temperature is -20°C = +55°C

BXJ8050-20/6A Tip A 1XM25 0.65gr. G
BXJ8050-206B TioB 2xM25 0.70gr. M)
BXJ8050-20/6C TipC 3xM25 0.70gr. 1
BXJ8050-20/6D Tip D 4xM25 0.75gr. £
BXJ8050-20/6E TipE 2xM25 0.70gr. r'
BXJB050-20/6F TipF 4xM25 0.75gr. |
BXJ8050-20/6G Tip G 5xM25 0.75q". £3
BXJ8050-20/6H TipH 6xM25 0.75g". £
BXJB050-20/6 | Tip | 7xM25 0.80g. %
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Ex-PROOF CONTROL UNIT BOXES

Ex-PROOF ALUMINIUM BOXES (COSIME-COELBO) IP 66
Cosime-Coelbo _ _ Ex 112 GD ExdIIC T5:T3

Max. 415V B0x125x95

Ex Stop Control Unit Box

EFD 1S Ex Start Control Unit Box 10A 2x3/4" Max. 415V 80x125x95
EFD 0SFB Ex Emergency Stop Control Unif Box 10A 2x314" Max. 415V 80x125x95
EFD 0SF/BY Ex Locked Emergency Stop Control Unit Box 10A 2x3/4 Max. 415V 80x125x95
EFDP Ex Potentiometer Box 10kOhm 10A 2x3/4" Max. 415V B0x125x95
EFD OSE Ex Fire Wamning Box 10A 10A 2x3/4" Max. 415V 80x125x95
EFD 01 Ex Start-Stop Control Unit Box 10A 2%3/4" Max, 415V BOx209x95
EFD 3/01R Ex Start-Stop Signal Control Unit Box 10A 21 Max, 415V BOx307x85
EFD 301 8R Ex Start-Stop Emergency Control Unit Box 10A 2x1" Max, 415V B0X307x95
EFD 4/010R Ex 2 Start: 25top Conitral Uit Box 10A 2x1" Max. 415V 175x225x95
EFD 4001R Ex Start Stop Signal Emergency Control Unit Box 10 2" Max, 415V 175%225x95

Ex-PROOF ALUMINIUM BOXES IP 65

R RN

BZC 8050-A1-{40092B) Ex-s_lart:CalruBox : _ Max. 418V 0. h BEx110x88

BZC 8050-A1-(400924) Ex Stop Control Unit Box 10A 1xM25 Max. 415V 0.70 85x110x88
BZC 8050-A1-(40096) Ex Emergency Stop Gontrol Unit Box 10A 1xM25 Max. 415V 0.70 85x110x88
BZC 8050-A2-{40092BA) Ex Start-Stop Control Unit Box 10A 1xMe5 Max. 415V 0.95 85x140x88
BZC 8050-A2D1 Ex Start-Stop Red Signal Conirol Unit Box 10A 1xM25 Max. 415V 1.00 85x140x88
BZC 8050-A3 Ex Start-Stop Emergency Control Unit Box 10A 1xM25 Max. 415V 1.25 85x190x88

Ex-PROOF POLYESTER BOXES IP 65

ExlI2GDEx deliCT6

VISP

&

Max, 415V , 85xX107x87

BZA 8050-A1-(400638)

Ex Start Control Unit Box
BZA 8050-A1-(40064) Ex Emergency Stop Control Unit Box 10A 1xXM25 Max. 415V 065 B5x107x87
BZA 8050-A1-(400658) Ex Switch 0-1 Control Unit Box 10A 1xM25 Max. 415V 065 B85x107x87
BZA 8050-A2-(40066) Ex Start-Stap Control Unit Box 10A 1xM25 Max, 415V 085 85x139x87
BZA 8050-A2D1-{40070) Ex Start-Stop Signal Control Unit Box 10A 1xM25 Max. 415V 110 85x130x87
BZA 8050-A3-(40071) Ex Start-Stop Emergency Control Unit Box 10A 1xM25 Max. 415V 1.10 85x185x87
EI-PFIODF CONTROL UNIT BOXES IP66

Ex Il 2 GD Ex de ib m lIC T6

a3 ® 989735

GHG 273 2000 R0017 Ex Swiich (ON-OFF) Control Unit Box 125 250V,50-60Hz 85x85¢55

GHG 411 8100 R0002 Ex Emergency Siop Control Unit Box 16A 1xM25 690V AC 0.45 85x85%77.,5
GHG 411 8100 R0004 Ex Switch 0-1 Control Unit Box 16A 1xM25 690V AC 045 B5x85x77,5
GHG 411 8200 RO001 Ex Start-Stop Control Unit Box 16A 1xM25 690V AC 0.54 125x85x77,5
GHG 411 8200 RO003 ~ Ex Start-Stop Signal 220V Conirol Unit Box 16A 1xM25 690V AC 065 125x85x77,5
GHG 411 8300 R00D1 Ex Start-Stop Signal Control Unit Box 16A 1xM25 690V AC 0.80 165x85x77,5

GHG 411 8300 R0O0D3 ~ Ex Start-Stop Signal Emergency Control Unit Box 16A 1xM25 690V AC 0.80 165x85x77,5
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Ex-PROOF TERMINAL BOXES Cosime

- Made from Aluminium
- Used especially as terminal and cable pulling box
- It is possible to install mounting plate, device, switch, transformer etc.

if requested,

OUTSIDE DIMENSIDNS mm INSIDE DIMENSIONS mm INSTALLATION HOLES mm Screw Diameter
GUB-20
GUB-30 174 130 140 136 190 @11
GUB-40 252 2-13 1 63 178 215 Qﬂ 206 248 213
GUB-50 305 280 221 248 272 125 265 320 @213

Note: For GUB type communication box terminals cross section see please the table shown on page 2.

Ex-PROOF AJB TYPE TERMINAL BOXES IP 65

- Made from light Aluminium alloy
- Used espedially as terminal box
- It is possible to install mounting plate, device, switch, transformer ete.

Exll2GD ExellCT4/T6

if requested.
OUTSIDE DIHDNS mm INSIDE umsnsmus mm msmmmﬂ HOLES mm
AJEI-z 254 180 1 15 164 152 23;,- @-,-
AJB-3 334 244 147 31 8 228 1 13 223 an @9
AJB-4 409 309 148 393 203 128 325 378 @9

Not: For connector cross sectional area of the AJB type terminal boxes, piease check the chart on the page 50

Ex-PROOF GWY TYPE STAINLESS STEEL TERMINAL BOXES IP 65

- Made from stainless steel AlSI 304

- Used especially as terminal box

- It is possible to install mounting plate, device, switch, transformer ete. if requested.
- It is possible to make it IP65 if gasket is used (if requested by the Client)

- Operating ambient temperature Is -20°C + +40°C

- Stainless steel AISI 316 types are also available.

ExII2GDEExellC T4/ T6

DUV BMIEIeIoN e INSIDE DIMENSIONS mm INSTALLATION HOLES mm Screw Diameter
GWY 1616 110 110
GWY 2020 200 110 16‘6 150 150 E?
GWY 2520 25&1 200 130 216 166 1 15' 200 150 o9
GWY 2525 250 250 130 216 216 115 200 200 29

Ex-PROOF GWM-GWR TYPE TERMINAL BOXES IP 65 ExII2GDEExellCT4/T6

- Made from reinforced fibreglass polyester material - Used especially as
terminal box

- It is possible to install mounting plate, device, switch, fransformer etc.
if requested.
- It is possible to make it IP65 if gasket is used (if requested by the Client)
- Operating ambient temperature is -40°C = +80°C

- Stainless steel AISI 316 types are also available.

OUTSIDE DINENSIONS mim INSIDE DIMENSIONS mm INSTALLATION HOLES mm
GWM 1414
GWR 1717 1?5 175 120 155 155 105 123 162 e?
GWR 3617 360 175 120 351 166 105 308 162 o7
GWR 3636 360 360 120 351 351 105 308 345 a7
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Ex-PROOF ENCLOSURE WITH FLANGED COVER Cosime-Warom
 Euesema

- Made from cast aluminium E
- For IP65 silicone grease, for IP66 appropriate gasket needs to be used ; ’

- |t is possible to supply mounting socket and plate, if requested.

- Can be used as control unit, terminal box, lighting and power panel

Note: For EJB type coverad panels terminals cross section see please the table shawn on page 2.

QUTSIDE DIMENSIDNS mm INSIDE DIMENSIDNS mm NSTALLAHON HOLES mm  Screw Diameter EUTI'ON NWBEH
EJB-544 175 2 1
EJB-755 212 175 154 125 1 16 140 3 8
EJB-1076 305 206 157 252 154 127 132_ 224 Ms 4 3
EJB-1286 370 265 200 306 203 158 164 280 M8 5 3
EJB-14107 450 307 206 a7s 232 169 198 339 M8 6 4
EJB-17129 545 373 295 456 288 245 280 450 M10 8 5
EJB-221410 665 425 320 583 344 275 315 550 M10 10 6

QUTSIDE DIMENSIONS mm INSIDE DIMENSIONS mm INSTALLATION HOLES mm  Screw Diameter BI.IT‘I'ON MNUMBER

175 130

2 1
E.IB-'?SSA 212 1?‘5 164 125 116 100 140 MS 2 2
EJB-1076A 305 206 ; 252 154 127 132 224 Ms 4 2
EJB-1286A 370 265 308 203 158 164 280 M3 8 3
EJB-14107A 450 307 06 375 232 169 198 339 M8 B 4
EJB-17129A 545 373 456 288 245 280 450 M10 8 5
EJB-221410A 665 425 583 344 2785 315 550 M10 10 6

Note: 50x50, 100x50, 200x50 efc. sized glass can be installed
Ex-PROOF INSTALLATION MATERIALS - FOR EJB.. TYPE ENCLOSURES @
38 23

EFD-1/C EFD-0/C EFD 0 SFB/C EFD-R3/C EFD-V3/C
Start button Stop button Emergency stop button Red signal beacon Green signal beacon

EFD-6/C EFD-64/C EFD-52/C EFD-502/C CY-1 @ @

0-1 Switch 2x16A 0-1 Switch 4x16A 1-2 Vavien 2x16A 1-0-2 Reverser 2x16A CY-1 Hinge

Note: For EJB type junction box terminals cross section see please the table shown on page 2.

BXT TYPE COVERED JUNCTION BOXES Exll2 GD Exd IIB T5/7T6 IP66

QUTSIDE MENSIONS mm INSIDE IJIIIENSIONS mm INST.&LLP-?IOH HOLES mm
BXT--W 192 120
BXT-Il-W 300 200 1?0 242 142 120 1 30 230
BXT-IB-W 350 200 170 292 142 120 130 230 Ms
BXT-III-W 350 300 200 292 242 150 230 280 M10
BXT-IIIB-W 350 300 270 292 242 220 230 280 M10
BXT-IV-W 450 350 210 378 278 150 265 365 M10
BXT-IVB-W 450 350 280 a78 278 220 265 365 M10
BXT-V-W 560 400 210 488 328 150 315 475 Mi0
BXT-VB-W 560 400 280 488 298 290 315 475 Mi0
BXT-VI-W 634 434 265 560 360 205 322 522 M10
BXT-VIB-W 634 434 333 560 360 275 322 522 M10
BXT-VI-W 720 560 275 640 480 205 460 620 Mi2
BXT-VIB-W 720 560 345 640 480 275 460 620 Mi2
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Ex-PROOF FANS & MOTORS
- Ex-PROOF WALL TYPE FANS Ex Il G delIB T1-T3

HQD 25072 Ex 200 Pa-2000m%hr  Trifaze (400V,3ph50Hz) ~ ©250mm 6.5 P54
HQD250/4Ex  60Pa- 1000m¥hr Trifaze (400V,3ph,50Hz)  @250mm 6.5 P54
HQD 315/2Ex 350 Pa- 4000m¥hr Trifaze (400V,3ph50Hz) ~ @315mm 8 P54
HQD 3154 Ex  B80Pa-2000m¥hr  Trifaze (400V,3ph,50Hz) ~ @315mm 8 P54
HOW 250/2 Ex 200 Pa- 2000m%hr  Monofaze (230V,1ph,50Hz)  @250mm 7.5 IP55
HQW 250/4 Ex 60 Pa- 1000m¥hr  Monofaze (230V,1ph,50Hz) ~ @250mm 6.5 IP55
HQW 315/ Ex 80 Pa-2000m¥hr  Monofaze (230V,1ph50Hz)  ©315mm 8 P55
Ex-PROOF DUCT TYPE FANS
HRFD 250/2 Ex 200 Pa- 2000m¥hr Trifaze (400V.3ph,50Hz)  ©300mm 65 IP54
HRFD 250/4 Ex 60 Pa-1000m¥hr  Trifaze (400V,3ph,50Hz)  @250mm 6.5 P54
HRFD 315/2 Ex 350 Pa - 4000m3hr Trifaze (400V,3ph,50Hz) ©380mm 8 1P54
HRFD 315/4 Ex 80 Pa-2000m¥hr  Trifaze (400V,3ph,50Hz)  @380mm 8 P54
HRFW 250/2Ex 200 Pa- 2000m%hr  Monofaze (230V,1ph,50Hz)  @300mm 75 IP55
HRFW 250/4 Ex 60 Pa- 1000m¥hr  Monofaze (230V,1ph,50Hz)  @300mm 75 P55
HRFW 315/4 Ex 80 Pa-2000m*%hr  Monofaze (230V.1ph,50Hz)  ©380mm 8 IP55

Ex-PROOF CENTRIFUGAL TYPE FANS EExellT3

RFTX 140C ) 175 Pa - 670m*/hr = 400 Pa - 463m%/hr 400V - 0,53A - 300W - 2810d/min
RFTX 200B 0 Pa - 1245m*hr = 250 Pa - 645m 3/hr 400V - 0,79A - 388W - 1380d/min
RFTX 2000 150 Pa- 1370m?/hr = 275 Pa - 810m?/hr 400V - 0,79A - 385W - 1380d/min

Ex-PROOF ELECTRICS MOTORS

380V-415V Three-phase

ATEX, CE, GOST-R certified

0,18-400kW models are available

Entry connector is excluded, IP55 terminal box is included P
B3 is with standard sockets, B5 and B14 flanged models are available

For mines Group-1 (Zone-0) anti-firedamp models are available. (I M2 Exd | Mb)

ExI12GD ExdeliC T4

0,18 ASA 63a-2 M25 12 ASA 63b-4 M25 12 ASAT71a-6 Mz25 15 ASA 80a-8 M25 22
0,25 ASA 63b-2 M25 12 ASA 71a4 M25 16 ASAT71b6 M25 16 ASA 80b-8 M25 24
037 ASA71a2 M25 16 ASA 71b4 M25 17 ASA 80a-6 M25 22 ASA 905-8 M25 31
0,55 ASA71b2 M25 18 ASA 80a-4 M25 23 ASA 80b-6 M25 23 ASA 90L-8 M25 34
0,75 ASA80a2 M25 23 ASA 80b-4 M25 24 ASA 8056 M25 30 | ASA100LW-8  M32 43
11 ASA 80b-2 M25 27 ASA 9054 M25 29 ASA 90L-6 M25 33 ASA 100LX-8 M32 48
15 ASA80S-2 M25 30 ASA 9014 M25 32 | ASA 100LX-6 M32 48 ASA112M-8  M32 58
22 ASA 90L-2 M25 32 ASA 100LW-4 M32 46 ASA 112M-6 M32 58 ASA 13258 M32 a0
3 ASA 100LW-2 M3 46 ASA 100LX-4 M32 50 | ASA 13256 M3z 85 ASA132M8  M32 110
4 ASA 112M-2 M32 58 ASA 112M-4 M32 61 ASA 132Ma-6 M32 90 | ASA160Ma-8 M40 137
55 ASA 1328a2  M32 83 ASA 13254 M32 88 | ASA 132Mb-6 Ma2 105 | ASA160Mb-8 M40 152
75 ASA1325b-2  M32 88 ASA 132M-4 M3z 105 | ASA 160M-6 M40 146 ASA 160L-8 M40 157
11 ASA 160Ma-2 M40 138 ASA 160M-4 M40 148 | ASA160L6 M40 156 | ASA180L8 M40 215
15 ASA 160Mb-2 M40 146 ASA 160L-4 M40 157 | ASA180L6 M40 225 ASA 200L-8 M50 300
18,5 ASA 160L-2 M40 160 | ASA 180M-4 M40 210 | ASA 200La-6 M50 282 | ASA22558 M50 345
22 ASA 160M-2 M40 200 ASA 180L-4 M40 216 | ASA200Lb-6 M50 300 | ASAZ25M-8 MBS0 400
30 ASA 200La-2 M50 285 ASA 200L-4 M50 294 | ASA225M-6 M50 400 | ASA250M-8 M50 465
ar ASA 200Lb-2 M50 300 ASA 22554 M50 375 | ASA250M-6 M50 473 ASA 28058 M63 560
45 ASA 225M-2 M50 383 ASA 225M-4 M50 406 | ASA280S-6 Ms3 560 ASA 280M-8 M63 690
55 ASA 250M-2 M50 458 ASA 250M-4 M50 430 | ASA 280M-6 M83 645 ASA 3155-8 M63 800
75 ASA 2805-2 M63 587 ASA 28054 M63 640 ASA 3155-6 Ms3 820 | ASA315M-8  Mg3 880
80 ASA 280M-2 M63 690 ASA 280M-4 M63 690 | ASA315M-6 M&3 880 | ASA315MX-8 M3 1110
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Ex-PROOF GENERAL PRODUCTS
Ex-PROOF THREEPHASE-MONOPHASE COMBINED SOCKET PANELS  1P65

info@radelsan.com
www.radelsan.com

communication boxes are included

Ex-PROOF EARTHING DEVICE AND NIPPER IP66

Ex 11 2GD Ex d lIB-lIC T6/T5 EJB 1076P Ex Il 2GD Ex d (ia) IIB T5 DMTB 20RP
305x206x157mm sized : 305x206x157mm sized
with hinged caver with hinged cover
with 3x1" feeder entry with start button
with 2x3/4" connector with ON-OFF switch
1%1" PNA-3 connector with green-red signal beacon
2BMF-3 + 2xNP-3 +2xPLG-3 with earthing nipper
1xFSQ-215 + 1xBP-215 with 2x2,5mm?’ cable
1xFSQ-325 + 1xBP-325 with eniry connector
connaction accassories ara includad switch materials are included
Ex Il 2GD Ex d liIC T5/T4 TLT/TLD Ex Il 2GD Ex d IB+H: T6/TS EJB 544 / CM..
300x600x270mm sized 150x175x123mm sizad
melal+cast body aluminium cast body
red-orange-green colored with StartiStop button
with 1x3/4" entry with 1x3/4" entry
230V-50 Hz CM10: 4:6,3A-230V
Max. 30W LED CM16: 9:14A-230V

CM20: 13:18A-230V

AUER Ex |l 2G emb (ib) IC T6/T5 dsST1 ExlI2GExdIICT3 RAD 2000
Ex 12D ExtD A21 T80°C/T100°C 227x293x135mm sized 600x630%250mm sized
polyester body electric radiator
fiberglass reinforced with thermo resistor
metal parts are stainless steel 2x1000w
with memory 230V
hands-fes use S8 e
steel armored handset cable 1-0-2 swich
connection accessories are included power 1000:2000W
waight 19.5kg

Ex-PROOF TANK LIGHTING FIXTURE

ExIIZGDEdeIBT‘.'i  CodeNo,
- Entrysize
~ Sizes (mm)

ol

X -
-

Ex-PROOF HALOGEN EMERGENCY FIXTURE

Ex 112G Exd 1B T4 [NCodeNal

8

Ex-PROOF INSTRUMENT (AMPERMETER) BOX
Ex 11 2GD Ex d IIC T6/T5 _

-

Ex-PROOF CAMERA HOUSING BOX

Ex I 2GD Exd IIC T6-T4 Kol

ol S

IP66

Ex-PROOF CEILING LIGHTING FIXTURE IP66

EVO-100 Ex I 2GD Ex d lic T4 [Codeio, EVS-100
230V - 50Hz ~ Voltage 230V AC
E27 E27
BO-100W B0-100W
1x34" el o
0147175 0192x120

IP65 Ex-PROOF HALOGEN TANK FIXTURE IP65
BAJ 52-20 Ex 1l 2G Exd B T3 [CSdENGIIN BAK 51-50
240V - 50Hz ~ Voltage 240V - 50Hz
2x10W (90ck) . 35W - 50W
Halojen - Led ~ Lamptype Halojen
234 1x1" ~ Entrysizz 1x34°
300x340x125 0126x204
IP66 Ex-PROOF GLAZED COMMUNICATION BOX P66
EMHC-239 Ex Il 2GD Ex d lic T6 [COaENGI SOB-69/155
600V - 50Hz - Voltage 230V AC
5A @106
an 1x2"
1%3/4"- 1x1" 246
©122x136 ~ Sizes (mm) ©145x205
P66 Ex-PROOF EQUIPMENT BOX IP66

CPS2/233
0140

SOL-26

Ex |l 2GD Exd lic T6 [COdENGI
230V AC
RAL 7000

~ Voltage
7.30 2x3/4°
160x160:233  Weight (kg) 082
100x190x289  Sizes (mm) 090x78



